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INTERIOR MIRROR POLISHED STAINLESS 
STEEL TAPERED HOLLOW LIGHT PIPE 
CONCENTRATOR AND LIGHT SOURCE 



TYPICAL UNIT SECTION OFBILLBOARD 
4' WIDE BY 14' HIGH USED TO MAKE UP 
A 14' BY 48' WIDE DISPLAY AREA 
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STAINLESS STEEL TAPERED HOLLOW LIGHT 
PIPE CONCENTRATOR AND LIGHT SOURCE 
INTERIOR MIRROR POLISHED AND SEALED 



MIRROR LAYER 



RTV SILICONE LAYER 



METAL HALIDE LIGHT BULB 
HIGH PRESSURE SODIUM LIGHT BULB 

TAPERED LIGHT GUIDES CUT INTO BACK OF PANEL" 

SMALL CROSS SECTIONAL AREA 
PROXIMAL TO THE LIGHT INJECTION AREA 



LARGE CROSS SECTIONAL AREA 
DISTAL TO THE LIGHT INJECTION END 
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FIG. 1-A 
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MIRROR LAYER 
SMALL CROSS SECTIONAL AREA 

FIG. 2-A 



RTV SILICONE LAYER 
LARGE CROSS SECTIONAL AREA 

FIG. 2-B 
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CLEAR PMMA PLASTIC SHEET 



MIRROR LAYER 
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GENERAL SHAPE OF TAPERED 
TETRAHEDRON GROOVE 



FIG. 3 



